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Due to continuous development Time Electronics reserves the right to change specifications without prior notice.

Description
The CBPC is a selection of items that provide users with a PC workstation on the CalBench.  
It features a PC, 21" touch screen monitor on an adjustable arm, wireless keyboard and mouse.  
The mounting arm fixes to the CalBench perforated panel and provides easy mobility of the 
display, maximising worktop space when needed. The computer is high specification and suitable 
for running EasyCal calibration software as well as general use in a workshop or laboratory.

PC Features and Basic Specifications
(Minimum PC specifications shown, full details upon request, customer selected models also available)

Operating System......................... Windows 10 Pro 64

Internal Storage ............................ 256 GB SSD (512 GB upgrade option)

Processor ...................................... 9th Generation Intel® Core™ i5 processor

Memory.......................................... 8 GB (16 GB upgrade option)

Form Factor ................................... Microtower

Supplied with ................................ Wireless keyboard and wireless optical mouse. 

Options .......................................... EasyCal calibration software, pre-loaded when ordered.

Monitor Features
A touch screen monitor for connection to the PC above or CalBench Control Centre module. 
Features include 1920×1080 full HD resolution and projective capacitive 10 point touch 
technology. The monitor delivers seamless and accurate touch response. It is suitable for 
technical and industrial use.

• 21.5 " Touch monitor LED backlight, widescreen 1920 x1080 full HD display

• Capacitive 10 point touch technology

• 178 / 178 Ultra wide viewing angle

• Aspect ratio 16:9

• Hard glass protection

• 80,000,000:1 active contrast

• HDMI + DP + VGA Inputs

• Built-in stereo speakers

• HDMI that connects under console if used to extend control centre display 

• For use with control centre or separate PC

• For attachment to calibration bench monitor mount

Features
• Ergonomic PC workstation for CalBenches

• Includes PC, touch screen monitor, mounting arm

• Adjustable arm fixes to CalBench perforated back panel

• Wireless mouse and keyboard supplied

• High performance computer

• Pre-loaded with EasyCal software when ordered

• Used with 7123 under bench PC holder

Monitor Arm
The monitor mount and arm (TL101) offers a solution to ergonomic 
positioning of monitors and displays, with adjustment to move the unit 
away from the workspace when not is use.  

• Includes a quick fix feature for easy monitor mounting

• Suitable for use with touch screen monitors

• Supports loads up to 15 kg

• Sturdy aluminum/ABS construction

• Swivel head with 105° horizontal range

• 505 mm maximum range (19.89 ”)

• Supplied pre-fitted to CalBench perfo panel

Ordering Information
CBPC .................................... CalBench Workstation PC Solution

7123 ................................ CPU Holder for mounting under CalBench

ECFLA ...................................................EasyCal Calibration Software 


